KEIM Porosan-TSP 1.2

DECLARATION OF PERFORMANCE

Number of the declaration of performance and unique identification of the producttype

01 0010.2-R
Intended use
Plaster for use as outside and interior plaster

for walls, ceilings, pillars and partition walls

Manufacturer

KEIMFARBEN GMBH, KeimstraB3e 16, D-86420 Diedorf

System of AVCP
System 4

Harmonised standard
EN 998-1:2016

Declared performance

Reaction to fire Al
Water absorption 2 0.3 kg/m?2 after 24 h
Woater vapor permeability psi1s
Tensile adhesive strength 2 0.08 N/mm?

at fracture pattern A, B or C
Thermal conductivity Ao 0.82 W/(mK) for P= 50 %
(Tabular value) A oieas 0.89 W/(mK) for P= 90 %
Durability NPD
Hazardous substances NPD

The performance of the product identified above is in conformity with the set of declared performance/s. This
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole
responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

Manager of quality assurance and color metrics:

//;j/if = &
Diedorf, 22.05.2025 —Jes
p.5” Peter Jaser
//
Appendix
Material safety data sheet
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